





Specifications

Specification

Item

Specification

Product name

Liquid crystal projector

Liquid Crystal Panel

786,432 pixels (1024 horizontal x 768 vertical)

Lens

Zoom lens, f=19 ~23 mm (approximately)

Lamp 210W UHP

Speaker 1w

Power supply AC 100-120V/3.7A, AC220-240V/1.8A
Power consumption 330 W

Temperature range

5 ~ 35°C (Operating)

317 (W) x 98 (H) x 288 (D) mm

Size * Not including protruding parts. Please refer to the following figure.
Weight (mass) approx. 3.2kg
Computer input port
COMPUTER IN ..ooiiiiiiieeeee D-sub 15 pin mini x1
Computer output port
MONITOR OUT ..o D-sub 15 pin mini x1
Video input port
Ports SSVIDEO oo mini DIN 4 pin x1
VIDEO ..ot RCA x1
Audio input/output port
AUDIO IN oo Stereo mini x1
AUDIO OUT .o Stereo mini x1

Optional parts

Lamp: DT01022

Air filter: NJ26302

Mounting accessary: HAS-3010 (Bracket for ceiling mount)
HAS-204L (Fixing adaptor for low ceilings)
HAS-304H (Fixing adaptor for high ceilings)

Soft case: CA3010

* For more information, please consult your dealer.
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Specifications (continued)
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